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Available online 13 November 2014AbstractWhen hydraulic fractures intersect with natural fractures, the geometry and complexity of a fracture network are determined by the initiation
and propagation pattern which is affected by a number of factors. Based on the fracture mechanics, the criterion for initiation and propagation of
a fracture was introduced to analyze the tendency of a propagating angle and factors affecting propagating pressure. On this basis, a mathematic
model with a complex fracture network was established to investigate how the fracture network form changes with different parameters,
including rock mechanics, in-situ stress distribution, fracture properties, and frac treatment parameters. The solving process of this model was
accelerated by classifying the calculation nodes on the extending direction of the fracture by equal pressure gradients, and solving the
geometrical parameters prior to the iteration fitting flow distribution. With the initiation and propagation criterion as the bases for the propa-
gation of branch fractures, this method decreased the iteration times through eliminating the fitting of the fracture length in conventional 3D
fracture simulation. The simulation results indicated that the formation with abundant natural fractures and smaller in-situ stress difference is
sufficient conditions for fracture network development. If the pressure in the hydraulic fractures can be kept at a high level by temporary sealing
or diversion, the branch fractures will propagate further with minor curvature radius, thus enlarging the reservoir stimulation area. The simulated
shape of fracture network can be well matched with the field microseismic mapping in data point range and distribution density, validating the
accuracy of this model.
© 2014 Sichuan Petroleum Administration. Production and hosting by Elsevier B.V. This is an open access article under the CC BY-NC-ND
license (http://creativecommons.org/licenses/by-nc-nd/3.0/).
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modelThe conventional hydraulic fracturing simulation usually
assumes that there are no natural fractures in the homogeneous
formation, and on two sides of the borehole produce bi-wing,
symmetric and planar fractures perpendicular to the minimum
principal stress [1]. However, both the direct fracturing test in
well [2] and indirect micro-seismic monitoring [3] show
asymmetric and irregular fracture networks will form in shale
gas reservoirs with natural fractures.* Corresponding author. Xinduavenue No. 8, Xindu District, Chengdu City,
Sichuan Province, China. Tel.: þ86 28 83032979.
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(http://creativecommons.org/licenses/by-nc-nd/3.0/).The initiation and propagation of natural fractures are the
basis for the formation of fracture network. By experimental
and theoretical analysis, many researchers have studied the
physical phenomenon after the intersection of artificial and
natural fractures and established the criterion for fracture
propagation [4,5]; Warpinski [6] investigated the shear slip
failure triggered by shearing stress on the fracture surface by
the line friction theory, and analyzed the tensile failure trig-
gered by normal stress on the fracture surface with
MohreCoulomb Criterion. Beugelsdijk et al. [7] analyzed the
effect of horizontal stress difference, displacement and vis-
cosity on branch fracture propagation by experiment. TheElsevier B.V. This is an open access article under the CC BY-NC-ND license
Figure 1. Division of fracture pressure nodes.
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intersected with natural fractures is not only related to the
crustal stress but also mechanics, natural fracture and frac-
turing parameters as well as physical property of working
fluid [8e10].
After the artificial fracture intersects the natural fracture,
the initiation and propagation mechanism of branch fractures
greatly impact the geometry and complexity of the fracture
network. Based on the theory of fracture mechanics, the author
introduced the criterion of initiation and propagation of frac-
tures; on this basis, considering the influence of additional
stress field, the complex fracture network model was con-
structed for complex fracture network created during shale gas
reservoir fracturing, in the solution process the calculation
nodes are divided by equal pressure gradient on the propaga-
tion direction of the fracture, and the fracture network is
figured out with the node pressure as key variable; moreover,
the initiation and propagation criterion is taken as the basis to
identify the propagation of branch fractures to avoid the
complicated fitting of the fracture length in the conventional
3D fracture simulation. Compared with the line network
model [11], this model fully considers the effect of random
fractures on the whole fracture network structure, and the
shape of fracture network on two sides of borehole is asym-
metric and the branch fractures inside are not evenly spaced,
which fits the micro-seismic monitoring results better.
Compared with the unconventional fracture model [12], the
established initiation and propagation criterion takes into ac-
count the crack tip circumferential stress under the joint action
of shear and normal stress, which can rationally explains the
phenomenon of crack diversion during the propagation and
calculates the angle change during the extension of branch
fractures; and the calculation can be effectively accelerated by
improving the numerical solution.
1. Conditions for fracture initiation and propagation1.1. Stress intensity factor produced by shear stressThe type II stress intensity factor created by shear stress on
the surface of oval natural fracture under the crustal stress is:where K(k) and E(k) are the complete integral of the first and
second kind of ellipse, respectively; t is shear stress, MPa; y isPoisson's ratio; u is the intersection angle between the shear
stress direction and elliptic long axis; q is the intersection
angle between any point at the elliptic margin and long axis; a
and b is the length of fracture half long and short axis,
respectively, m.1.2. Stress intensity factor produced by normal stressDuring the propagation of hydraulic fracture, the continu-
ously extending fracture length and the intra-fracture pressure
re-distribution will lead to the dynamic variation of crack tip
stress intensity factor triggered by normal stress. The nodes
are divided by the equal pressure gradient along the fracture
extending direction at the initial cracking position, and then
the superimposition principle is employed to calculate the
value of crack tip stress intensity factor under different node
pressures. And the division of pressure nodes is shown in
Fig. 1The stress intensity factor generated by different node
pressure [13]:
where l(i) is the space from the pressure node No. i to the
initial position; l is artificial fracture length; Pnet(i) is the net
pressure at the node No. i.
On this basis, the type I stress intensity factor under the
normal stress can be expressed as:KI ¼
Xn
i¼1
KIðiÞ
h
pnetðiÞ; lðiÞ; l
i
ð3Þ
where n is the number of total pressure nodes divided.1.3. Additional pressure fieldWhen extending at the same time, multiple branch fractures
will be influenced by the normal and shear stress of the
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analytical formula proposed by Crouch et al. after modifica-
tion by Olson [14], is expressed as:
sin ¼
XN
j1
GijCijnsD
j
s þ
XN
j1
GijCijnnD
j
n ð4Þ
where Cijns and C
ij
nm is plane strain elastic coefficient respec-
tively; Djs and D
j
n is the discontinuous displacement on each
micro-segment caused by shear and normal stress, respectively
(fracture width calculated on the basis of fluid solid coupling);
Gij is a 3D coefficient of correction proposed by Olson, which
introduces the effects of fracture height and space on the
additional stress field.
The additional stress field needs to be calculated at every
time step during the numerical calculation, then be acted on
the crustal stress field, which is used for the pressure formula
of initiation and propagation and the iterated calculation of
fracture geometry at different nodes.
2. Criterion of fracture initiation and propagation
When the fracturing fluid enters a natural fracture, if the
intra-fracture pressure exceeds the normal stress and tensile
strength on the fracture surface, the natural fracture will be
opened and form a branch fracture with a certain width. The
calculation formula for the normal stress on the fracture sur-
face is:
s¼ s1 cos2 aþ s2 cos2 bþ s3 cos2 gþ T0 ð5Þ
where T0 is the tensile strength, MPa; s is normal pressure on
the fracture surface, MPa; s２is vertical stress, MPa; s１and
s３ is horizontal stress, MPa; a, b, g is the intersection angle
between the fracture surface normal and principal stress di-
rection, respectively.
The net pressure at different nodes is:
pnetðiÞ ¼ pfðiÞ  s ð6Þ
After substituting net pressure at each node into formula
(3), the fracture initiation calculation formula is:Xm
i¼1
KIðiÞ
h
pnetðiÞ; lðiÞ; l
i
 KIc ð7Þ
where m is the node number corresponding to the fracture
initiation, m  n.
Based on the maximum circumferential stress theory [15]
proposed by Erdogan, the type IeII compound fracture
propagation angle equation can be deduced:
q0 ¼ arccos
 
3K2II þKI
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
K2I þ 8K2II
p
K2I þ 9K2II
!
ð8Þ
And type IeII compound fracture propagation equation:
cos
q0
2
½KI sin q0 þKIIð3 cos q0  1Þ ¼ KI c ð9Þ3. Complex fracture network model
The assumed conditions for the model include: ① all the
natural fractures are vertical;② the formation is assumed as a
homogeneous, isotropic and continuous elastic body in the
area without natural fractures; ③ the reservoir is thick, so
there is no formation penetration; and ④ the extending ve-
locity of the fracture in the vertical direction is less than that in
the lateral direction.
The complex fracture network comprises the following
equations:
1) Initiation and propagation equation: see formula (7) and
(9)
2) Fracture width equation
Assuming the pay zone is thick enough, and the intra-
fracture net pressure pnet ¼ pf(x,t)  s0, s0¼s þ sni , the
width equation at any position z on the cross section of
fracture:
wjðx; z; tÞ ¼ 4ð1 y
2Þ
E
pnet
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
hjðx; tÞ
2
2
 z2
s
ð10Þ
3) Pressure drop equation
Based on the inter-plane pressure drop equation by Nolte,
the channel shape factor fj(n) was introduced to get the intra-
fracture pressure drop equation:4) Height equation
Ke ¼ 1ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
phjðx; tÞ

2
q Z
hjðx;tÞ=2
hjðx;tÞ=2
pnetðzÞ
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
hjðx; tÞ

2
þ zqﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
hjðx; tÞ

2
 zq dz ð12Þ
5) Continuity equation
vqjðx; tÞ
vx
¼ 2hjðx; tÞCtðx; tÞﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
t tðxÞp þ
vAjðx; tÞ
vt
ð13Þ
The initial and boundary conditions for the model is
similar to that for 3D model, but after intersecting with
fracture, the flow rate at the intersection needs to be redis-
tributed evenly.
Figure 2. Simulation flow for complex fractures.
92 Zhao JZ et al. / Natural Gas Industry B 1 (2014) 89e95Where xj is fracture length, m; wj (x,z,t) is fracture width,
m; hj (x,t) is fracture height, m; pnet(x,t) is intra-fracture
pressure, MPa; qj(x,t) is flow rate, m
3/min; E is Young's
modulus, GPa; n is flow index, dimensionless; K is consistency
coefficient, Pa$Sn; Ct is filtration coefficient, m min0.5; Aj is
cross sectional area of fracture, m2; t is operation time, min;
t(x) is the time when the fluid reaches x at t, min; subscript j
represents some branch fracture within the network.
The improved solution for the complex fracture model is:
1) Calculate the initial fracture length at different time
steps with the fracture length of 2D KPN model:
Lts ¼ 0:6ððEq3Þ=ð2ð1 y2Þmh4ÞÞ1=5t4=5s , and classify the
calculation node by constant pressure drop in the fracture
propagation direction using bottom-hole or intersection
pressure as initial condition ðpnet þ DpÞðiÞ ¼
ðð16mqE3DLtsÞ=ðð1 y2Þph4ÞÞ1=4, then substitute the
node pressure into the initiation fracture equation to
calculate fracture length that can actually open.
2) According to the pressure at the node for the fracture
height equation, the fracture height at different node is
calculated.
3) Substitute the fracture height and pressure at the node into
the fracture width equation to figure out the fracture width
at different nodes.
4) Substitute the calculated geometry and initial flow rate
into the pressure drop equation to get the new pressure at
the node, and compare the difference with the former
equal pressure drop node and fit the initial node pressure to
meet jp0net(i)pnet(i)jε.
5) Further substitute fracture width and height for the con-
tinuity equation of 1D flow at different nodes to figure
out the flow rate distribution at different nodes, and
compare the flow rate with that at the assumed
initial node. If inconsistent, change the formula of initial
flow rate distribution, and repeat procedure 1 to 5
and finally realize the flow rate fitting jq0(i)q(i)jh.
6) Before updating the time step, the conditions for fracture
propagation need to be considered, to judge whether the
fracture will continue to extend at the next moment
with the crack tip azimuth, intra-fracture pressure and
additional stress field at this moment, calculate the
extending angle of dynamic variation. If the conditions
are met, the next time step will be entered, and procedure
steps 1 to 6 are repeated until the fracture ceases
propagation.
The fracture network simulation work flow for natural gas
fracturing is shown in Fig. 2.
4. Analysis on the simulation results4.1. Fracture extending angleThe extending angle formula can be used to analyze the
effect of horizontal stress difference, intra-fracture netpressure and intersection angle on branch fracture extending
track (Fig. 3).
When the horizontal stress difference keeps constant, the
increase in intra-fracture net pressure, decrease in extending
angle, and the increase in curvature radius of branch fracture
extending track, can not only effectively broadens the fracture
network width but also makes it easier to intersect with other
fractures. But when the intra-fracture net pressure keeps
constant and horizontal stress difference gradually increases,
the bigger the extending angle varies, the smaller the curvature
radius of branch fracture extending track will be, and theFigure 3. Variation of fracture extending angle.
Figure 4. Variation of fracture extending pressure.
Figure 5. Simulation on fracture propagation variation affected by natural fractures.
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minimum principle stress direction in a small range, resulting
in quick pressure drop within the fracture, making initiation
and propagation of fracture more difficult. In order to improve
fracturing effect, it is recommded to select blocks or zones
with developed natural fractures or small horizontal stress
difference suitable for volume fracturing, and the intra-
fracture net pressure can be increased by optimizing opera-
tion parameters and materials.4.2. Fracture extending pressureAccording to the fracture propagation criterion, the effect
of horizontal stress difference, fracture radius, intersection
angle and rock fracture toughness on the pressure
needed for fracture propagation were analyzed quantitatively
(Fig. 4).
The simulation results show: the key factors affecting the
natural fracture propagation include its length and azimuth,
while the variation in fracture toughness has little impact on
fracture propagation pressure. Therefore, for the fracturing
of shale gas long horizontal well section, perforation should
be done in zones with dense natural fractures; the well
deployment doesn't need to follow the minimum
principle stress direction completely, and the trend of nat-
ural fractures on the whole fracture network should be
considered fully.4.3. Complex fracture networkBased on “large injection, large displacement, low viscosity
and low filtration” features of shale gas fracturing, and the
geologic and operation parameters of a marine shale gas well,
the forming process of complex fracture network and geom-
etry of each branch fracture were simulated, and the detailed
parameters are: maximum horizontal principle stress
37.5 MPa, minimum horizontal principle stress 34.5 MPa,
Young's modulus 23.37 GPa, Poisson ratio 0.25, rock tensile
strength 3 MPa, fracturing fluid viscosity 30 mPa s (con-
struction/simulation key controllable variable), fracturing fluid
density 1.02 g/cm3, filter coefficient 0.0009 m min0.5 (oper-
ation/simulation key controllable variables), fracture tough-
ness 1.21 MPa m0.5, average operation displacement
8.5 m3(operation/simulation key controllable variables), bot-
tom hole pressure 55 MPa (operation/simulation key control-
lable variables), and time step 2 min. The natural fractures
random in position, and manually set, are in an intersection
angle of ±0e40 with the direction of minimum horizontal
principle stress and dip angle of 90.
Compared the whole fracture network with the micro-
seismic interpretation result, their geometric sizes are in good
agreement, and the variation in data point density can be
explained by the different form of fracture complexity (Fig. 5).
The comparison has verified the calculation result of the
model, and can be preliminarily used in fracturing design
optimization.5. Conclusions
1) By introducing the initiation and propagation criterion,
establishing complex fracture network model and
improving the numerical calculation, the simulation of
fracturing networks of shale gas reservoir with large
amounts of natural fractures has been realized, and the
micro-seismic testing results were employed to verify the
accuracy of the model.
2) The model can calculate the geometry of asymmetric and
irregular complex fracture network in shale gas volume
fracturing, and the results can be used for optimization of
shale gas fracturing design.
3) When selecting shale gas “sweet points”, attention should
be given to the identification and description of physical
property parameters, such as natural fracture length, azi-
muth, dip angle and density, which are not only key input
parameters to ensure the reliability of the simulation
result, but also the material basis impacting the geometry
and complexity of fracture network.
4) The utmost difficulty in complex fracture network simu-
lation is considering both the analysis of fracture network
shape and calculation of the branch fracture size, and we
are seeking new ways in theoretical model and numerical
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